


                                                                                            TT-FFS 
                                                     TraceTek Fast Fuel Sensor 

General Features  Instrument Compatibility  Compatible with all TraceTek Instruments 
(Do not use with non-TraceTek circuits) 

  Maximum Number of Probes per 
TraceTek Instrument 

 TTDM and TTSIM Family: 6 probes 
TT-Flashers: 1 probe 
TTC-1:  6 probes ( consult factory for  special 
power supply restrictions) 

  Protective Housing   Schedule 80 PVC Tubing 
Exposed portion  IP 20 
Encapsulated components  IP67 

Typical Response Times   Gasoline, Jet Fuels, Diesel Fuel,  Less than 3 seconds 
@ 20C    1 mm film  Naphtha, Heptane, Kerosene  Less than 3 seconds 
  Type A Fuel Oil (Japan)  5 seconds 
  Alaska Crude Oil  5 minutes 
No response fluids  Water, 3% salt water  More than 30 days 
  10% sulfuric acid,10 % nitric acid  More than 30 days 
  10% sodium hydroxide  More than 30 days 
  Motor oil, Hydraulic Oil  No response in 24 hours 
  Dielectric Oil, Vegetable Oil  No response in 24 hours 
  Animal Fats and Oils  No response in 24 hours 
Environmental ratings  Storage Temperature  - 40C to + 85C 
  Operating Temperature  -40C to + 60C 
  Humidity  5% to 95% non condensing 
  Vibration withstand  (shaker table parameters here) 
Power requirements  Energized by TraceTek Instrument  No external power required 
     
Approvals  TT-FFS is an integral part of the TraceTek leak detection system.  The TT-FFS probes are 

passive load devices as defined by approval agencies. They have no energy accumulation or 
storage capability.  The TT-FFS probes are approved for  use in hazardous areas in 
conjunction with approved TraceTek instruments as shown below: 
 

 

 

 

 

 

 TT-FFS in Zone 2, (Class 1 Division 2,  
Group A,B,C, D) Hazardous Location 
 

Pending Agency Review  

 

 TT-FFS in Zone 0 or 1 (Class 1 Division 1, 
Group A,B,C D Hazardous Area if protected 
With agency approved zener safety barrier 

Tyco Thermal Controls 
300 Constitution Drive 
Menlo Park, CA 94025 
USA 
1-800-545-6258 (US) 
1-650-216-1526 (Intl.) 
info@tycothermal.com 
www.tycothermal.com 

 Important: All information, including illustrations, is believed to be reliable.  Users, however should 
Independently evaluate the suitability of each product for their particular application. Tyco Thermal Controls makes no 
warranty as to the accuracy or completeness of the information and disclaims any liability regarding its use.  Tyco Thermal 
Controls’ only obligation are those in the Tyco Thermal Controls Standard Terms and Conditions of Sale for this product  
and in no case will Tyco Thermal Controls or its distributors be liable for any incidental, indirect, or consequential damages 
arising from the sale, resale, use or misuse of the product. Specifications are subject to change without notice. In addition 
Tyco Thermal Controls reserves the right to make changes- without notification to Buyer- to processing material that do not 
affect compliance an applicable specification 
 
Tyco, TraceTek and The TraceTek logo are trademarks of Tyco Thermal Controls LLC or its affiliates. 

 




